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PROTEST 
 

Only drivers may protest other drivers. 

• Protest must be made to Track Technician/s and any or all fees must 
be in his/her possession before protests are accepted. 

• Inspections will be made at location designated by track officials. 
• When a protest is made it must be exact detailed, you may not 

expand a bump or protest once it id declared to the track technician. 
Track official, in the process, will conduct inspection no more than 
three people associated with the protested car to remove parts and 
no more than two people making protest to observe. only ONE 
spokesperson from each racing team during protest. There is not a 
counter protest provision. Once a protest is announced from the 
tower it must be carried out or the protest money will go to the 
protesting car and driver. Toccoa Motor Speedway will retain usual 
fees for items protested. 

• All race car parts that are protested must be immediately available  to 
technician until race car leaves Toccoa Motor Speedway grounds.  

• Failure to present protested car parts will make car illegal. 

 

1. VISUAL PROTEST 

  

� May be made at anytime up to 30 min. prior to the start of the 
main event for the class. 

� $25 per item protested. 
� Must pertain to the external visible parts of the car. 
� If found legal protested car driver receives $15.00 per item (less 

the $10.00 per time retained by Toccoa Motor Speedway). 
� IF found illegal, protester will have his pocket fee returned (less the 

$10.00 per item retained by Toccoa Motor Speedway). 
� No car will be allowed to race with any item determined to be illegal. 
� Protest of insignificant items to do give a competitive advantage will not 

be considered. 
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2. INTERNAL PROTEST 
  

• Must be made within 5 min. after completion of main event of 
the class. 

• Only the cars finishing immediately ahead of you may be 
protested. You may protest more than one car, for example; 
if you finish fourth you may protest in order third, second, 
first place cars. Total number of cars protested by a 
protester must have fees for each car protested in track 
technician's possession within 5 min. of the main event of 
class. 
 
3. IF YOU REFUSE TO BE INSPECTED under protest you 
will be considered illegal. IF YOU DO NOT START YOUR 
ENGINE disassembly in 45 minutes, this will be considered 
as being illegal. 
 
4. IF YOU DO NOT REFUSE TO TEAR DOWN but you do 
declare yourself illegal you may race at next meet, with track 
permission. 
 
5. THERE IS NO GRACE PERIOD ON PROTEST; you may 
be protested at every race event. 
 
6. IF PROTESTED YOU WILL BE ALLOWED 45 min. to 
cool your engine. You may start your engine and tear down 
sooner if you would like. 
 
7. YOU WILL BE ALLOWED ONE HOUR for cylinder head 
removal. 
 
8. YOU WILL BE ALLOWED ONE AND ONE-HALF HOUR 
FOR ENGINE TOP AND BOTTOM DISASSEMBLY. 
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SAFETY RULES 
 

Stock Car Racing is a dangerous sport; please  

prepare your car as safely as possible 

 
1. Toccoa Motor Speedway officials will inspect all cars for safety. Any 
considered unsafe will not be allowed to race. All cars are subject to safety 
inspections at anytime and the official's decisions are final. 
  
2. Roll Cages - All classes 
A. Minimum 4 points cage must be securely welded to chassis - unibody 
cars must have cage welded to 1/8-inch minimum plate that is securely 
welded and/or bolted to floor pan. 
B. Cage must be constructed of minimum 1 1/2' O.D. steel tubing, with..95" 
wall thickness. 
C. Cage must include three bars in driver door area and 2 bars on 
passenger door area. 
D. Additional bracing and reinforcement is allowed and must be securely 
and safely mounted.  
 
3. Driver Belts 
A. Must be safely mounted and approved by safety officials. 
B. Minimum 3" lap belt width. 
C. Minimum of two (2) 3" width shoulder harness belts.  
 
4. Helmets - must be approved by safety official.  
 
5. Fuel Systems 
A. Fuel cells required for sportsman, limited sportsman, a and modified 
cards are strongly recommended for other cars. 
B. Gas tanks, fuel Cells, and gas lines must be secure and safely mounted. 
C. Any electric fuel pump must have automatic fuel pump kill switch. 
D. Gas tank or fuel cell must be mounted behind centerline of rear axle.  
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6. Fire Walls: 
All driver compartments must have ferrous metal fire walls, with no unnecessary 
holes separating the drover from the track, engine compartment, fuel tanks and 
lines, and drive line.  
 
7. Fire Extinguisher: 
All cars must have an adequate and fully charged fire extinguisher securely 
mounted within easy reach of the driver.  
 
8. Driver Compartment: 
A. Must be free from any sharp edges and pointed objects. 
B. Any objects mounted in driver compartment must be securely attached and 
covered as necessary. 
C. All seats must be securely mounted to roll cage. 
D. Scatter shields A/O safety matting 1/4' thick.  
 
9. All parts of the race car must not be dangerous to other cars. All body and other 
components must be securely attached. There must be no protruding sharp edges or 
points that could damage another car.  
 
10. All internal and external glass, brittle plastic, and flammable material must be 
removed from the car.  
 
11. Battery must be bolted down. Battery must be located in area from behind 
driver to rear of car.  
 
12. Fire Suite (Top and bottom) - mandatory for ALL CLASSES, must be worn.  
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TRACK RULES 
Track official's decision will be final. We cannot make the rules to fit 
everyone's needs and desires. So if you drive, please be willing to by The 
Rules Outlined here. 
 
A. Yellow Flag - Everyone slow down to a safe speed and follow the care 
you were behind the last green lap. You will be lined back up on the track 
where you were running; not in the position you are running. 
 
B. Red Flag - This flag means danger, stop as quickly as possible. Do not 
pass the flag man when this flag is displayed. The cars will again be lined 
up as they were running the last green lap. 
 
C. Black Flag - This flag means pull in the pits. 
 
D. Blue With Yellow Stripe - Displayed to cars being lapped. These cars 
must allow the lead cars to pass. 
 
E. Crossed Flags - Halfway point of race.  
 
F. ANYONE caught drinking, using marijuana, controlled substances, or 
fighting will be SUSPENDED or FINED before returning to track.  
 
G. However, nothing shall prohibit the track owners from administering any 
penalty. Including removal from the premises or permanent suspension of 
track privileges, to driver, owner or pit crew member, whose conduct, at the 
compete discretion of the track owner, represents the treat to the 
orderliness of track operations or the safety of others. 
 
H. Any unnecessary roughness on the racetrack, and the race will stop and 
the person or persons will be put in the pits. 
 
I. TO BE the official leader of the race you must have completed the last 
green lap. 
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J. ANY CAR or cars that are involved in any accident will be lined up in the 
rear of the line, as they were on the track the previous lap. Any care for 
which the YELLOW FLAG is displayed must restart in the rear. 
 
K. DRIVER may change division only with approval of track official. Driver 
may only drive one division per night. 
 
L. NO WORK CAN BE DONE ON CARS ON THE RACE TRACK. ALL 
WORK ON RACE CARS MUST BE DONE IN PIT AREA!!! 
 
M. DRIVERS will be paid according to laps completed. 
 
N. THE PAYOFF on a red-checkered flag will be the same as a restart. 
 
O. NEW CARS are expected to go by all rules. Any exceptions will be at 
the discretion of the track officials. 
 
P. ALL CARS are subject to inspection by track officials at any time. 
 
Q. ALL DIVISIONS: any or all cars caught illegal will receive no money. 
 
R. REFUSING to obey officials could result in suspension at current race or 
any future race. This decision is up to officials. 
 
S. THE ONLY place on the racetrack a driver may stop under caution 
without being put to the rear is on the first straight away in front of the flag 
stand. An official will be the only one eligible to touch the car!!! if a spoiler 
or lose fiberglass can be pulled off by the official, the car can go back to its 
original position. If not, the car must go to the pit to receive any further 
repairs. If anyone else touches the car without the official's permission, the 
care must go to the rear. Any car that brings out the YELLOW FLAG three 
times must go to the pits. 
 
T. One green flag lap must be complete before the race is officially under 
way. After you have made a green flag lap, and you swap cars or drivers 
you must go to the rear. 
 
U. ANY CAR that pulls into the pit and reenters the track under green and 
stops will automatically be put back into the pit. After green flag is displayed 
if you enter the pits you must go to the rear. 
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V. ALL CARS MUST HAVE HOOKS ON FRONT AND REAR OF CAR OR 
THEY WILL NOT BE ALLOWED TO RUN. 
 
W. IF THE STARTER determines that car (A) deliberately spins car (B), car 
(A) will be put to the rear!! 
 
 
X. RULES FOR DRYING TRACK 
 1. ALL CARS will participate!! 
 2. Racing will start on time regardless of track conditions. 
 
 
AA. DRIVERS not wearing fire suits or using window nets under race conditions 
will receive no money or finished race position 
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Street Class  
 
 
 

This class is for modified appearing American made medium to large cars. 
  
Minimum total weight for this class is 2900 lbs. Will be enforced. Tubular 
Rear cars 3100lbs with Only Tubular with quick-change add 75lbs All cars 
must meet rules. Safety 
 
 
 1. Body 
  
 A. 1955 through current model year American made cars. No convertibles, 
compact station wagons, or trucks allowed. 
  
 B.External appearance must be essentially stock as manufactured, ASA 
type bodies permitted. All exterior body panels must be in place. All exterior 
body panels must be steel, aluminum, and fiberglass. Windshield post and 
roof panels must be in place as originally manufactured. Fenders may be 
cut for tire clearance. Car must have stock or wire mesh grill or stock 
appearing rubber nose piece. Spoilers may not exceed 6 inches high, 
limited to width of trunk lid. 
  
 C.Internal sheet metal may be removed; dash may be removed and 
replaced with sheet metal.  
  
 2. Bumpers 
  
 A. Must be stock appearing with no exposed sharp edges or points. 
 B. Must be securely attached, and moderate bracing allowed.  
 
 3. Frame 
  
 A. Tubular rear cars must be stock appearing as possible. 
 B. Example front and rear subframe must be stock. For non tubular rear 
cars (Maybe connected with steel tubing.) 
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4. Suspension 
  
 A. Macperson Strut OK 
 B. Racing shock permitted with dummy strut. 
 C. Screw jacks and adjustable shackles allowed. 
 D. Steel racing springs allowed: minimum 4 inch OD for coil springs. 
 E. Racing shock absorbers allowed: No coil over shocks. 
 F. Factory stock type steering box only. 
 G. Racing steering linkage allowed. 
 H. Racing Type top A - frame permitted. 
  I. Minimum wheelbase 101 inch 
 
 
 5. Engines  
 
No interchanging across manufacturers lines. 
  
 A. Bore and stroke must match block used, Maximum overbore .070    
Maximum original displacement is 360 cubic inches. 
 B. Front spark plug hole must not be behind line between upper ball joints. 
 C. Flat top pistons only,  pistonsmay not come above block surface. 
Minimum 2 valve relief's per piston. 
 D. Stock rods only; must match manufacturer specifications. 
 E. Stock crankshafts for block; stroke must be stock for block used. 
 F. Solid or hydraulic lifter cam shafts only; stock lifter diameter; no roller or 
mushroom lifters. 
 G. ANY wet sump oil pan.  
 
6. Cylinder Heads 
  
A. Must be stock production, no special type performance heads, Dart 
allowed, No angle plug. Stock replacement only. 
B.ANGLE milled heads permitted, no porting and polishing. Ports may be 
matched to a ¼ Inch Inside port. 
C. Maximum Valve Diameter INTAKE - EXHAUST 
 Chevrolet Small  Block           2.020 - 1.600 
 Ford             2.050 - 1. 
 Ford 351 Windsor 
 Mopar 
 AMC 
 Other engines stock valve diameter for engine used. 
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D. Stock type valves; steel or stainless steel only. Valve stem must be 
stock diameter for entire length of valve stem. Steel valve springs retainers. 
Valve springs - any single spring or single spring and flat dampener. Roller 
or stock rocker arms only.  
 
E.  No slant plug heads.  
 
 7. Intake Manifold 
  
 A. Any single carburetor type permitted. 
  
 B. NO porting or polishing; port may be matched to ¼ inch Inside port.  
 
8. Carburetor 
  
 A. One carburetor; No more than 4 barrels, no porting or polishing. 
 B. NO dominator; NO predator carburetors. 
 C. NO more than 2 Inches of spacer between carburetor and Intake 
manifold flange.  
 
 
 9. Ignition 
  
 A. Dual point or electronic distributor allowed with any coil.  
 B. Ignition booster allowed.  
 C. NO magnetos.  
  
 10. Other engine items 
  
 A. ANY type exhaust allowed; must run parallel to ground. 
 B. No nitrous oxide, super chargers, or turbo chargers. 
 C. Pump gasoline or racing gasoline only. 
 D. One fuel cell per car, fuel cell must be mounted to the rear of rear           
differential. 
 E. Under drive pulleys allowed. 
 F. Timing chain and gears may be replaced with all gear drive timing 
components.  
  
 



 13 

11. Flywheel, Clutch 
  
 A .Steel or cast Iron flywheel only. 
 B. May use after market steel flywheel, stock diameter. 
 C. Minimum weight 14 pounds for flywheel, 
 D. Absolutely no automatic transmission flex plates in standard shift cars. 
 E. Automatic transmission cars must have functional torque converter. 
 F. Clutch disk stock type only. 
 G. Pressure plate must be stock appearing.  
 
12. Transmission 
  
 A. Stock manufactured type only. 
 B. Must have one forward and one reverse gear with enough linkage to 
operate from drivers compartment.  
 
13. Rear Ends 
 
 A. May be locked, steel full  floating rearend allowed, no wide five wheel 
patterns.  
 B. Quickchange on tubular only add 75lbs 
 
 14. Wheels 
  
 A. Maximum 12 inch width. 
 B. Steel wheels only 
 
 15. Tires 
  
 A. HOOSIER spec 11 or spec 21 any D55  or 1600 
 B. Maximum circumference 94 inches.  
 
 16. Brakes 
  
 A. Must have factory type four wheel brake system; discs allowed. 
 B. Dual racing master cylinders and adjusting valves are not allowed. 
  
 
 
 

 



 14 

 
Stock 4 Rules 

  
STOCK 4 & YOUNG GUNS 
 
 
One (1) lb per CC. 
 
1. YOUNG GUNS MUST BE AGES 12-17 or experience (track discretion) 
any female Stock Autos only, except as stated! Any American or foreign 
1968 or newer 4-cylinder car allowed except as stated: No trucks, 
convertibles, or station wagons.    
 
2. Rear wheel drive cars only. No turbo or fuel injection cars. No multi-
carburetor engines. No rotary, mid, rear engine, or Cosworth engine cars. 
No engine with more than two (2) valves per cylinder.                       
 

Car . cc2500 No to exceed .overbore 080 . Max .Engine must be stock. 3
must weigh 1lb per cc. 2000 lb min. All engines must be stock or as stated: 
Aluminum cam gear or pulley allowed. Solid lift cam .425 max. Lift with .025 
valve lash, hydraulic cams 480 with .000 lash at valve. Stock Motorcraft or 
Holley 350 Only. No more than 1” spacer plate with thin gaskets. Stock cast 
iron exhaust manifold. No factory header. Clutch, pressure plate must be 
stock may cut flywheel 16lb min. Any stock production head. No porting or 
polishing. Competition (3) angle valve job permitted must not go below 
guide boss. No hand blending under valve. Stock diameter valves and 
springs. Valve spring dampener ok .Any steel rods. Toyota 1600 &1800 
piston dome .235 in. max. With 20r or 22r head can dome max. .125 in. 
Any wet sump oil pan. 

 
4. Brakes must be stock. No brake adjusters, no drill rotor or drums. 
 
5. Suspension: Caster and camber plate OK, may cut lower A Frame for 
caster camber adjustment. Adjustable cups or plates under spring on front 
Ok, lower blocks or adjustable cups ok on rear. Can tie frame together on 
top of floor pan only.  
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6. No altering of car, this means any part of car, front bumper or rear 
bumper unless it is stated in these rules. All hood and trunk hinges can be 
removed. May run homemade body with factory steel roof. Quarter panel 
maybe home made must be steel with factory bodylines. Hoods may be 
aluminum but must be close at rear. (Alternation) tube from front bumper to 
shock tower only. 
a) After market front and rear bumper covers may be used.  
b) All headlights and taillights must be removed with all holes covered.  
c) Battery can be relocated but must be mounted in an enclosed box that 
has been securely mounted to the floor pan of car with two straps 1/8” thick 
and 1-1/2” wide that are across the top of the box and also secured to the 
floor pan with ½” bolts.  
d) Fuel cell required. Must meet rules for fuel cell. Cutting of hole in trunk is 
OK.  
e) Dash may be removed. Must have fabricated dash. Interior spoiler can 
be no higher than dash.  
f) Cutting of interior body panels OK. Should not be excessive.  
g) May run a 2 ½ in. hood scoop, must be boxed in.  
h) Hoop bar OK around radiator.  
I) Hood and deck lid can be gutted. 
j) Driveshaft no less than 1 ½ dia. painted white. 
k) May run 6 “x 60” rear spoiler, must be self-supporting, can not go over 
side of quarter panels, no spill plates. 
L) Aftermarket bushings in A-frames, and trailing arms ok. 
 
7. Wheels: Any 7” steel wheel or factory steel wheels. Any offsets and 
wheel spacers ok. 
 
8. Tires: 60 or 70 series steel belted radials only. No racing retreads.  
 
9. Transmission must have all working gears, no lighting of rear end gear 
and no spools. 
 
10. Boxing of interior will be permitted.  
 
11. All cars must meet safety and roll cage requirements that are outlined 
in this rulebook.  
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12. NOTE: Anything not covered or mentioned in the previous rules has to 
be ruled on when brought up. Track official’s decision will be final. The 
above rules may be amended at any time. If you have any question about a 
rule or rules, you should ask the technical inspector. Do not just do what 
you think is right. 
 
13. PROTEST (3 things only) $300 with track retaining $150. Bottom end 
only $400 with track retaining $200 
 
14. Fuel Pump gas or Turbo Blue. 
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Bomber Rules 
 

 
1. Any 4 Cylinder or 6 Cylinder front wheel drive only. 
2. Must be stock from manufacture. 
3. Tires must be stock. 
4. Must have sound roll bar overhead. 
5. This class is for stock cars only. Any modifications will be deemed 

illegal. 
6. This class is for fun and experience. Let's keep it that way. 
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Enduro  Rules 
 

Frame 
A. Stock for make and model Roll Cage 
A.    All cars must have boxed cage with 1 1/2" o.d. x .095" minimumtu 
B.    Must have 3 bars in left door and 2 bars in right door. 
C.    Loop around engine compartment permitted 
D.    Two bars may run top main roll cage loop to rear frame rails. 

Wheelbase 
A. Stock for make and model Suspension 
A.    Stock for make and mode. 
B.    Jacks Bolts permitted 
C.    Racing shocks permitted 
D.    Racing springs permitted 
E.    No coil overs 

Steering 
A. Stock for make and model 

Brakes 
A.    3-Wheel brake system permitted Factory disc brakes on rear no a 
B.    No dual master Cylinder permitted 

Wheel/Tires 
A.    Steel wheels only-8" or 10" permitted 
B.    Track tire Hoosier No groovingor cutting 
C.    Oversize studs and lugs are permitted 
Dl/2"anA&B. 

Rear Ends 
A.    Stock for make and model 
B.    May be locked 
C.    9 inch Ford OK. 
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Body 
A.    Must be factory stock body. 
B.    All glass and flammable material items must be removed 
C.    Headlights tail light? and wheel covers must be removed 
D.    Body may be hulled 
E.    Doors must strapped, welded or bolted 

F.    Area between driver and gas tank must be totally covered with sheet 
metal 
E. May run after market nose 

Bumpers 
A.    Stock for make and model 
B.    Must be securely attached 
C.    Must have liftin hook for wrecker. 
D.    Must not have exposed sharp edges. 
  

Engines 
Must be track approved Engines 
A. Stock for make and model 
B. Must be in originallocation 
C. 060" overbore permitted 
D. Headers permittedFulllengthparallelto ground 
E. Chev GM 362 cubes inch maximum 
F. CAM  any hydraulic-solhed OK 490 lift max 
G. Stock rods only. Stock stroke for make and model 
H. Flat top 4 valve reliefpistons, no lightweight 
I.   Stock crankshaftonl, no polishing 
J.  Aluminum water pump and pulleys permitted 
 
 Heads 
A.    Maxinumvalve size intake 1.940, Exaust 1.600. 
B.    No angle cut heads. 
C.    Stock valve job only. 3 angle OK. 
D.    No porting or polishing 
E.    Heads 300HP. permitted Rocker arms permitted Check with Tec 
F.    Screw in studs & plates permitted 
G.    No ten degree Ford heads permitted Must be factory type heads. " 
market heads permitted 
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Intake 
A.    After market intake permitted 
B.    One 4-barrelltype only. 
C.    High performance intakes permitted 
D. Aluminum quadrajet intakes permitted Carburetor 
A.    Stock for make and model 
B.    Choke flap may be removed 
C.    Stock 33 lOHolleySinglePump only. 

FlywheelClutch 
A.    Steel flywheel only. 
B.    Z-28 flywheel permitted 
C.    Pressure plate and clutch disc must be stock appearing for make and 
model 

Fuel 
A.  Gas only. 
B.  No additives 
C.  Electric fuel pumps are not permitted 
F.  No supercharges or turbochargers permitted 

Radiators 
A.  Any type radiator 

Starters 
A.  All cars must start under it's on power. 

Transmission 
A.    Stock 3,4 or 5 speed are permitted 
B.    Automatic transmission are permitted 
C.    Must have forward and reverse 

Safety Requirements 
A.    Approved helmentsand firesuits 
B.    Properly installed S" quick release lap belt with a 2" shoulder harness! 
condition 
C.    Properly mounted fuel tank in trunk 
D.    Securely mounted fuel tank in trunk 
E.    Must have securely mounted bucket type or racing seat A 
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Numbers 
A.    Must be at least 18" highon both sides of the car. 
B.    Must be visible and legible to scoring tower 

Protest Fees 
A.    One head, bore, stroke, head, carb and intake $350. 
B.    Oil Pan $500. 
C.    Flywhee, clutch, and pressure plate $150. 

Weight 
A. Weight rule SOOO Ibs after race 
  

Track retains 40% of all protest fees 
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Late Model Rules 
 

1. All Aluminum- 2300 lbs. after race. 
2. No direct drive. Must have working clutch and transmission. 
3. Fuel-gasoline only. 
4. 1 pound per lap fuel burn-off allowed for feature. 
5. 150 pounds weight break on steel heads and block-12" Spoiler 

permitted. Port and polished on steel heads. Pem. Head 
6. Any economy tire. 94 inch max circumference. 
7. Cockpit spoiler-5"x36" 
8. Pole winner does not have choice of front position 
9. Up to 365 cubic inch steel block open head 2250 lbs. after race. 

 

ENGINE REPLACEMENT 

A. 2" from center 
B.  Engine setback will be 6" from center of top balljoint to most forward 

spark plug (plus or minus 1 inch).  

PROTEST FEES 

A. One head $800.00 
B. CK Wheel base & engine set back $150.00 

ALL PROTEST IN ALL DIVISIONS 

1. No protest past fourth place. 
A. No counter protest, 1st can not protest 2nd and so on. 

2. Forty-five minutes to start teardown. One hour to disassemble engine. 
One hour 45 minutes total. 

3. Drivers only may protest and it must be within 5 minutes of the end of the 
race. 

4, Track retains 40% of all protest. 
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Super Late Model 

 

1. Weight / Total minimum weight before and after main event Under 
Cu.in. 

A. Iron Block/Iron Heads 2200 lbs. 
B.  Iron Block/Alum. Heads 22500 lbs. 
C. Alum. Block/Alum. Heads 

2. Body and Frame 

A. U.D.T.R.A. (Hava-Tampa/Stars) Body Rules. 
B. Wheel Base- Min. allowed 102 inches+- one inch. 

3. Drive Train / No direct drives allowed. 

4. Placement of engine/ Max. setback of 6" from center of upper ball joints 
to first spark plug hole. 

5. One carburetor only/ no more than four barrels. 

6. Fuel/ Gasoline only, one fuel cell only, must be located to rear of 
differential. 

7. Wheels and Tires 

A. No fiberglass or plastic wheels allowed. 
B. Any 11.00 economy tire allowed, 94' max. .circumference 

8. 15 lb Weight brake after main race. 
 
 
 
 
 
 
 



 24 

Limited Late Model 
Frame 

A. Jig frames permitted. 
B. Automotive snout to include cross member, spring pockets, and 

attaching rails. Must be one complete unit as assembled at factory. 
C. Snout must join jig rails at proper point. 
D. Frames may be interchanged. 

Roll Cage 

A. All cars have boxed roll cage with 1 1/2 o.d. x .083" min. 
B. Must have 3 bars in left door and 2 bars in right door. 

Wheelbase 

A. 103 to inches with 1' tolerance SIDE TO SIDE. Steering and 
Spindles 

B. Rack and pinion permitted. 
C. Any spindles permitted. 

Brakes 

A. Any four wheel disc brakes permitted. 
B.  Dual master cylinder permitted. 
C. Any clutch and break pedal permitted. 

Tires 

A. Track tire: Any economy tire OK 
B. No inner liners. 
C. No experimental tires. 

Wheels 

A. Steel or aluminum. 
B. 14" max. width. 
C. Bead locks permitted. 
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Firewall 

A. Must have approved firewall and floor plan 
B. Tunnels permitted.. 

Body 

A. ASA and ALL_PRO (Stars bodies) permitted. 
B. All cars must have grille or rubber nose piece. 
C. All bodies may be hulled 
D. Open rear ends will be legal 
E. 8" spoilers with 18" side brace will be allowed. 
F. Nose piece can not extend more than 46" beyond center of front 

wheel. 

Engine Placement 

A. Engine must not be more than 2" from center of the frame rail. 
B. Engine setback will be 6" from center of top balljoint to most forward 

spark plug (plus or minus 1 inch). 

Engine 

A. 362 cubic inches maximum. 
B. Cast iron block only. 
C. Flat top pistons. 
D. The dome may be removed from pop-up type  pistonsto make flat top 

pistons 
E. .060" overbore permitted. 
F. High performance camshafts permitted. 
G. No mushroom or roller lifters permitted. 
H. Any steel rods permitted. 
I. Crankshaft may be deburred. 
J. 302 Fords may be stroked to meet 362 cubic inches. 
K. No knife edge cranks permitted. 
L. Any wet oil pans permitted. 
M. Lifter valley may be polished. 
N. Balancing permitted. 
O. Engine may be crossed from one manufacturer to another. 
P. Crankshaft stock stroke for make and model. 
Q. No dry sump permitted. 
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Heads 

A. Cast iron only. 
B. polishing, porting, Add 75lbs. 
C. Matching of ports OK 
D. H.P. valve springs and and retainers permitted. 
E. Titanium retainers permitted. 
F. Needle bearing rocker arms permitted. 
G.  Maximum valve size: For all engines, Intakes : 2,020, Exhaust: 

1,600. 
H. Chev. 23 degree heads only. Angle cut heads permitted. 
I. Screw in studs and guide plates permitted. 
J. No more than 3 angles on valve jobs. 
K. 10 degree heads on Ford add 100lbs. 

Intake Manifold 

A. Aluminum intake permitted. 
B. One carburetor only/open.  
C. Special production carburetors permitted.  
D. No porting or polishing on intake. 

Ignition 

A. No magnetos. 
B. Dual point and electronic distributors permitted. 
C. Ignition boosters permitted. 
D. Racing coils permitted. 
E. M.S.D. distributors permitted. 

ATTENTION 
302 SVO Block with 10 degree heads 
Must weigh 2500 lbs after race. 
351 Ford with 10 degree heads 
Must weigh 2400 lbs after race. 

Flywheels 

A. Stock steel clutch, pressure plate and flywheel permitted. 
B. Z-28 flywheel permitted. 
C. Aluminum clutch permitted. 
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Rear Ends 

A. Any type auto rear end permitted. 
B. Floaters permitted. 
C. Quick change rear ends permitted. 
D. Torque bar permitted. 
E. Fifth coil permitted. 

Transmission 

A. Automatic transmission permitted. 
B. Must have at least one forward and one reverse. 
C. Must have enough linkage to operate gears from drivers seat. 
D. Berr or Brinn permitted. 

Radiators 

A. Aluminum radiators permitted. 

Starters 

A. All Cars must start under own power. 

Bumpers 

A. Homemade bumpers. 
B. Must have two hooks on front. 
C. Must be free of exposed sharp edges. 
D. Must be securely attached. 

Protest Fees 

A. One head $500.00 
B. Pull oil pan $400.00. 
C. Check wheel base and engine set back $150.00 
D. Check carburetor $100.00 

 

Weight rule: 2,400 after race. 10 degree Ford heads 2500 lbs after 
race.  
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Crate Late Model 
Fastrak Sanctioned 

 
               
 
              ENGINES 

• Fast Track rules apply 
  
PROTESTS 
• Claimer Rules: Claim Amounts 
1. GM 602 HP $3500 Claim 
2. GM 604       $5000 Claim  
  
You cannot get several people together to "claim an engine. One 
driver and or crew chief. You have 15 minutes once Post Tech 
begins to claim an engine. You must report claim to technical 
inspector only. Once tech has started on that particular car you 
cannot Post a claim. Once claim is posted you cannot back out. ! 
  
CARBURETORS 
• Any 750 CFM Carb or smaller. Must have 1 11/16th base plate   
maximum. No exceptions. (Measured with no go) 

• 1" Spacer maximum on Crate Engines 1" is measured top to 
bottom of spacer including any gaskets that may between any 
parts of spacer, (no tolerance) 

• One gasket allowed on top from carb to spacer. One gasket 
allowed from bottom of carb! To intake. 

• Legal gaskets are standard gaskets only. (Completely up to the 
discretion of Official)     

• No Spacer allowed on Spec Engines. One gasket between intake 
and carb. (At discretion of Official) 

• No fuel injection, nitrous oxide or other type systems 
allowed.                                          

• Methane! Not allowed 
• Must have two throttle return springs period! 
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OIL PUMP 

• Wet sump only. 
• No external oil pumps period. Even if considered "wet" 
• Remote oil filter and lines permitted. (One) oil filter.  
• Oil coaler allowed. (One) 

  
  

 
 DISTRIBUTOR 

 
• No magnetos. 
• Electronic ignition allowed. 
• MSD type box allowed, (preferred) 

 
     ELECTRONIC DEVICES 
 

• No electronic devices allowed on any car thereby enhancing    
adjustment of that car. 

• No remote control devices allowed on any car during any 
event. Lap timers allowed during practice sessions only. 
  
 Body and Rail 

 
• Same as Late Model 

  
 Trans-Rear End 

 
• Same as Limited and Late Model 

  
 Tires.   

 
• Hoosier- 55 
• Goodyear - 45 or 50 

 
          Weight 

 
• 602 2250lbs 
• 604 2400lbs 
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